
SWARM
Partition/Screening Acoustic System



As a modular, self construct and free standing system, office spaces can now be 
divided into an array of almost infinite configurations to suit any size or footprint 
open plan office environment. The system can be assembled to a desired length, 
height or linear configuration to divide an open plan footprint while offering an 

incredible acoustic presence within the space. The system can also be disassembled 
and rearranged as a day two scenario which allows for an ever changing office 

landscape if necessary without having to employ costly, invasive onsite contracting 
work to demolish and reconstruct partition systems. SWARM would also mitigate the 

need to redesign or perform any civil MEP works if the office landscape had to 
undergo a landscape revision. The modularity of the system is its feasibility in moving 

open plan office design to the next level. An entire building envelope can now be 
designed into a practical, cost effective, acoustic working landscape with minimal to 

no requirement to construct walls.

With the addition of the hexagonal inserts which are available as solid elements or an 
array of patterned cut outs there is also the choice of how open or closed the system 

will be to suit the office requirements.

PRODUCT SPECIFICATIONS

Product Name:

Composition:

Recycled content:

Recyclability:

SWARM

100% Polyester Fibre 

45% + (PET plastic bottle-flakes)

100% recyclable.

ACOUSTICS

Acoustic NRC Rating: NRC 0.45 (12mm systems)

NRC 0.65 (24mm systems)

PET MATERIAL FIRE RATINGS

ISO 9705: 1993:

AS ISO 9705 – 2003:

EN13501-1:2007+A1:2009: 

ASTM E-84-15a:

Classification: Group 1-S

Classification: Group 1

B - s2, d2

Class A, FS:0 - SD:45 (12mm)

Class A, FS:0 - SD:65 (24mm)

VOC EMISSIONS

VOC concentration: 0.009 mg/m3 (7 days).

Low VOC product.

Product manufactured from 100% polyester fibres and 
does not contain formaldehyde binders.

IMPACT RESISTANCE

ISO 7892:1988: High Impact

COLOUR FASTNESS

Rubbing:

Rating:

ISO 105-X12:2016 Rating: 4-5 (Highest = 5)

ISO 105-B02:20144-5 Rating: 6 (Highest = 7)

SWARM



WATER VAPOUR SORPTION

Result:

Test conditions: 

ASTM C1104 / C1104M-13a

49°C, 95%RH

Water vapour absorbed and adsorped after 4 days: 0.4% 
by weight

Blot spills from fabric quickly. Wipe with a damp cloth. 
Avoid rubbing and excessive amounts of water as this will 
affect the finish. Use carpet or upholstery shampoo as 
directed. Blot with a clean dry cloth after each application 
of solution.

MICROBIAL RESISTANCE

Result:

Growth Rating: 

ASTM G21-15

0 (No growth)

FABRIC CARE

We recommend all 14six8 products to be installed by a 
preferred installer. Installation instructions are available on 
our website www.14six8.com. Preferred installers can be 
supplied on request.

SNOWFLAKE STONE IVORY

OCEAN FERNOLIVE

AMAZON SUNFLOWER MANDARIN

REEFPOPPYROSE

COSMOS SEAWEED GRANITE

CHARCOAL MIDNIGHT

AVAILABLE COLOURS

Snowflake
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Fern
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Reef
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Charcoal

Seaweed
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Our material is suitable for indoor use only. LRVs were 

measured in accordance with BS 8493:2008+A1:2010

INSTALLATION

LIGHT REFLECTANCE VALUES BY COLOUR
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Designers of acoustic 
and environmentally 

sustainable office 
furniture

CONTACT

Telephone
+44 7305 349443

Email
studio@14six8.com

Address
Unit A, Clarson Court, 130 Gosterwood Street,

London, SE8 5NY, United Kingdom.


